	INQUIRY FORM FOR FINAL FINISHINGS – GOLD FINGERS s.n.c.

	Mod.RiPrFiEn V1.3 del 08/10/2012

	Customer:      

	Panel code:      

	N° of panels:      

	Return time:       
	 FORMCHECKBOX 
  Urgent delivery 

	Panel Dimensions
	Base [mm] :      
	Height [mm] :      

	PROCESS REQUIRED:

	 FORMCHECKBOX 
 Chemical (ENIG/ENEPIG)

	
	Active surface [dm2] :

(Total, hole included)
	LC =      
	LS =      

	
	Frame included in previous surfaces (
)?  FORMCHECKBOX 
 Yes        FORMCHECKBOX 
 No        FORMCHECKBOX 
 Not Applicable

	
	Thicknesses req.(
) [m]
	Ni =      
	Pd =      
	Au =      

	 FORMCHECKBOX 
 Electrolytic

	

	
	Active surface [dm2] :

(Total, hole included)
	LC =     
	LS =     

	
	Thicknesses req. [m]
	Ni =      
	 FORMCHECKBOX 
 minimum
	 FORMCHECKBOX 
 mean

	
	
	Au =      
	 FORMCHECKBOX 
 minimum
	 FORMCHECKBOX 
 mean

	
	Total or selective?
	 FORMCHECKBOX 
 Total
	 FORMCHECKBOX 
 selective
	 FORMCHECKBOX 
 mask(
)

	
	Layout Gold Fingers(
)
	 FORMCHECKBOX 
 No       FORMCHECKBOX 
 Yes
	Type 1
	Type 2
	Type 3

	
	
	
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	
	PDF included?   FORMCHECKBOX 
 Yes      FORMCHECKBOX 
 No

	 FORMCHECKBOX 
 Electrolytic connectors

	
	Thicknesses req. [m]
	Ni =       
	 FORMCHECKBOX 
 minimum
	 FORMCHECKBOX 
 mean

	
	
	Au =      
	 FORMCHECKBOX 
 minimum
	 FORMCHECKBOX 
 mean

	
	N° of pins:
	Pin’s dimension [mm]:
	Base =      
	Height =      

	
	Dummy pins:
	 FORMCHECKBOX 
 Yes        FORMCHECKBOX 
 No
	Pins number per side
	     

	 FORMCHECKBOX 
 Reports

	
	XRF Report
	 FORMCHECKBOX 


	
	Quality Report
	 FORMCHECKBOX 


	 FORMCHECKBOX 
 Extra processings

	
	Stripping
	 FORMCHECKBOX 


	
	Final finishing recovery
	 FORMCHECKBOX 
 

	
	Other (to be specified)
	      

	Notes:      


	Return this form to: info@goldfingerssnc.com or contact us directly at +39 0445 350374.
Inquiry expiration time:  15days.   Should you confirm the order, please inform us and send us a copy of this inquiry form via mail. Thank you for the collaboration!


� Frame without the solder mask.  


� Chemical standard thicknesses: ENIG : Ni=3~6 m, Au=0.05~0.07 m ; ENEPIG : Ni=3~6 m , Pd =0,3~0,4 m , Au=0,02~0,03 m


� If selective finishing is required you have to check “mask” if you should give us the panels already masked with the dry film o other protective tape.


� Standard layout is applicable only on double sided panels. 





